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TREE SPADE SPECIFICATION SHEET

Spade Rootball WidthHeight Spade

Diameter Height Weight A C DB

330i-c

360i-c

420i-c

500i-c

540i-c

34” - 20”

36” - 24”

42” - 28”

50” - 32”

54” - 36”

30” max

32” max

34” max

37” max

40” max

900lbs

1000lbs

1300lbs

2800lbs

3200lbs

49”

51”

54”

59”

62”

55”

58”

62”

72”

80”

79”

83”

74”

84”

90”

90”

95”

84”

101”

109”

1200lbs

1550lbs

2100lbs

2450lbs

2800lbs

Dutchman 30 Degree Cone Spades

WeightModel Blades

3

3

4

4

4

In recent years Dutchman's Nursery Equipment has spread to various markets within 
North America. Southern sandy soils or heavy clay soils within areas with low annual 
rainfall to softer soil with "tap-rooted" trees have created a strong demand for coned 
spades. These demands also make the cone spade an absolute must in digging native 
trees in all types of soil and root conditions.  A redesigned coned spade (C-series) is now 
part of Dutchman's expansive equipment line and is produced in sizes of 33", 36", 42", 
50", and 54". These spades are built with the same renowned tower, frame, hinge, and 
blade durability that owners have come to expect. The angle of the blades and the angle 
of the towers are set at 30 degree and allow the spade to virtually cone up at the bottom. 
The cone spade allows for superior penetration and can downsize to dig almost five di�er-
ent root ball sizes. Soil must be trimmed upon the bottom prior to releasing into basket.  
This process also allows the tree to stand up freely, similar to the 25 degree truncated 
ball. Please note that 30 degree baskets must be purchased if you are using this style of 
spade. 
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